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APPLICATION
For residential/light commercial access where doors are
to be secured both internally and externally.

FUNCTION

Single leaf doors (SHIDL) and the leading leaf of pairs
of doors (SHIDDL) are secured by a concealed
multipoint locking lever/latch espagnolette bolt
mechanism with Europrofile cylinder locks and fitted
with lever/lever or lever/lever pad handles.

CONSTRUCTION

Composite construction combining extruded aluminium
alloy profiles to BS1474: 1987 and close grained Upper
Gulf Swedish Redwood, Class J10/J30 in accordance
with BS EN 942: 1996. Other timber species available.

Timber frame and leaf sections are precision machined
and assembled with pinned and glued comb joints.

External aluminium frame profiles are assembled with
sealed mitred joints by means of crimped angle cleats,
bonded with PIB tape and mechanically fixed with
stainless steel pins to internal timber members.

A low profile aluminium threshold or aluminium clad
timber cill can be specified.

Doors are fully weatherstripped with EPDM slot seals.

MANUFACTURE
All doors are purpose made to specification.

APPEARANCE

Aluminium profiles are chemically pre-treated and
powder coated in any standard RAL colour and
specified gloss level in accordance with BS6496: 1984.

Natural and colour anodising also available in
accordance with BS3987: 1991.

Timber is fully factory finished with a 2-coat spray
applied water based clear lacquer, paint to NCS/RAL
specification or a wide range of stain finishes. Specially
formulated stain and paint colours can also be provided.

GLASS AND GLAZING

Doors are factory double or triple glazed to specification
in accordance with BS6262: 1982 with 28mm or 36mm
dual sealed units constructed to BS5713: 1979 and
safety glazed in accordance with BS6206: 1981 and
Building Regulation 2000 Approved Document N.

Doors are externally bead glazed employing a drained
and ventilated glazing system with sealed units supported
on setting blocks and dry glazed with EPDM gaskets.

All available high performance glass types can be
specified to meet particular requirements for thermal
insulation, acoustic attenuation, solar control, safety
and security.

PERFORMANCE

All INSIGHT system doors can be considered as
genuinely high performance. Door size, glazing and
other factors however directly affect performance levels.

Sampson technical support staff should be contacted if
particular data is required or for advice on how to
achieve the most cost effective solution to achieve
specific performance targets.







